EPA-R5-2019-007302_ED_003011_00003554

Table 1
DRAFT Emergency Sewer Repair Soil Sampling Analytical Results
Former Amphenol Facility
EPA ID # IND 044 537 848
Franklin, IN 46131

Screening Levels (mg/kg) Parameters Sewer Repair Soil $i | Locations {mg/kg)
. Forsythe Street - center of } . Forsythe Street, west Forsythe Street, east
Sample Location trench, beneath pipe Forsythe Street - south end of french, beneath pipe sidewall of trench sidewall of trench NA
Site-Specific
RCG MTG |Re-Calculated RCG C/IDC Sample ID SL-1 SL-2 SL-FD1 SL-WW SL-EW SL-TB1 (trip blank}
. RCG RDC .
Screening RCG MTG : Screening
. Screening Level
Level Screening Level Sampling Interval 9 9 8 8 NA
Level
Sample Date 4/29/2019 4/29/2019 4/29/2019 019 4/29/2019 4/29/2019

0.16 0.737 50 160 1,1-Dichloroethane <0.0055 <0.0048 <0.0049 0057 <0.0051 <0.0050
0.028 0.283 6.4 20 1,2-Dichloroethane <0.0055 <0.0048 <0.0049 <0.0057 <0.0051 <0.0050
0.41 0.411 220 2,300 cis-1,2-Dichloroethene <0.0055 <0.0048 <0.0049 <0.0057 <0.0051 <0.0050
0.62 0.625 1,900 1,900 trans-1,2-Dichloroethene <0.0055 <0.0 <0.0053 <0.0049 <0.0057 <0.0051 <0.0050
0.025 38.654 490 3,200 Methylene chioride <0.022 <0 <0.020 <0.023 <0.020 <0.020
0.045 0.996 110 170 Tetrachloroethylene (PCE) 0.011 0.0 0.017 0.014 0.010 <0.0050
1.4 90.668 640 640 1,1,1-Trichloroethane <0.0055 <0.0048. <0.0049 <0.0057 <0.0051 <0.0050
0.036 0.065 57 19 Trichlorethylene (TCE) <0.0055 0.0071 0.006 <0.0051 <0.0050
0.014 0.014 0.83 17 Vinyl Chloride <0.0053 <0.0049 <0.0057 <0.0051 <0.0050

N/A N/A N/A N/A Percent Moisture 14.6 15.4 6.4 16.3 NA

Notes:
1. All samples collected by WM Consulting personnel and analyzed at Pace Analytical Services, LLC located in |
2. Al VOCs analyzed using US EPA Method 8260.

3. All results in mg/kg.

4. N/A: not applicable (risk-based screening levels have not been developed).
5. NA: Not applicable.

8. RCG: Indiana Department of Environmental Management (IDEM) Remediaj
7 _.

8

9

1

Guide dated Ma ugh July 9, 2012) and screening levels updated annually.
. MTG: Migration to Groundwater )
. RDC: Residential Direct Contact

. C/IDC: Commercial/industrial Direct Contact

0. Bolded concentrations exceed RCG MTG Screening Level.




